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1
BIKE LIGHT MOUNTING SYSTEM

BACKGROUND

The present invention relates generally to bike lighting
systems, and particularly to a mounting system for such
lights.

The first high performance bicycle headlight systems uti-
lized rechargeable nickel-cadmium batteries. In order to gen-
erate adequate light output for off-road cycling after dark with
sufficient run times, it was necessary to mount large battery
packs to the bicycle frame. A cord connected the battery pack
to a handlebar-mounted lighthead assembly that used halo-
gen, and later high-intensity discharge (HID), bulbs. With the
emergence of powerful and efficient light emitting diode
(LEDs), along with the significantly greater energy density of
lithium ion batteries, it became possible to produce high
powered bicycle headlights with integrated batteries. The
unitary configuration reduced production cost and improved
mounting by eliminating the separate packaging and cords
required, and outputs and run times increased due to a steady
improvement in LED and lithium ion battery technologies.

Despite the cutting-edge technologies, bicycle headlights
now mimic a familiar unitary light: the hand-held flashlight
torch. Cylindrical batteries are mounted in a longitudinal
(fore/aft) orientation behind a round reflector and lens. With
integral batteries, the mass of the lightheads has increased
several-fold, but the mounting systems remain largely the
same as before. Installation and removal (required to recharge
the batteries) is difficult, as is keeping the light from rotating
around the handlebar. Lights are usually off-center, and the
rider’s cockpit becomes cramped.

SUMMARY

The present invention provides a bicycle and light assem-
bly comprising front and rear wheels, a frame support by the
front and rear wheels, a bike light supported by the frame, and
a mounting system coupling the bike light to the frame. The
mounting system includes a socket (defining a socket axis)
secured to one of the frame and the bike light, a post secured
to the other of the frame and the bike light (the post being
configured to be inserted into the socket along the socket
axis), and a releasable securing mechanism that secures the
post in the socket.

In one embodiment, the mounting system further includes
a mounting bracket coupling the post to the frame, and
wherein the mounting bracket facilitates rotational adjust-
ment of the post about the post axis, which is preferably
substantially horizontal. In another embodiment, the post has
ahollow interior and includes a side opening in a side wall of
the post, and the releasable securing mechanism includes a
detent member positioned in the side opening and in engage-
ment with the socket. For example, the socket can include a
recess that receives the detent member and secures the rota-
tional orientation of the post in the socket. The socket can also
include an additional recess that is positioned to receive the
detent member when the bike light is in a different orienta-
tions relative to the frame.

The above-described assembly can be used in a method of
mounting and adjusting a position of a bike light on a bicycle
having handlebars. The method comprises attaching a mount-
ing system to the handlebars, mounting the bike light on the
mounting system with the bike light in front of the handlebars
and the light projection axis facing substantially forward to
achieve a first position of the bike light, rotating the mounting
system relative to the handlebars until the bike light is sub-
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2

stantially below the handlebars, and pivoting the bike light
relative to the mounting system such that the light projection
axis faces substantially forward to achieve a second position
of the bike light. For example, the mounting system can
include a mounting bracket, in which case the step of rotating
can include loosening engagement between the mounting
bracket and the handlebars to allow the mounting bracket to
rotate relative to the handlebars. The mounting system can
also include a releasable securing mechanism, in which case
the step of pivoting the bike light can include releasing the
securing mechanism (e.g., moving an actuating member) to
allow the bike light to pivot relative to the mounting system.

Other aspects of the invention will become apparent by
consideration of the detailed description and accompanying
drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a side view of a bicycle having a lighting system
embodying the present invention.

FIG. 2 is a front left perspective view of the lighting system
of FIG. 1 including a light head and mounting assembly
mounted on a handlebar assembly.

FIG. 3 is a front right perspective view of the lighting
system of FIG. 2.

FIG. 4 is the lighting system of FIG. 3 with the light head
removed from the mounting assembly.

FIG. 5 is an exploded perspective view of the lighting
system of FIG. 3.

FIG. 6 is a section view taken along line 6-6 of FIG. 2.

FIG. 7 is a section view taken along line 7-7 of FIG. 2.

FIG. 8 is a section view taken along line 8-8 of FIG. 2.

FIG. 9 is a rear perspective view of the light head of F1G. 4.

FIG. 10 illustrates an alternative configuration of the light-
ing system of FIG. 2.

Before any embodiments of the invention are explained in
detail, it is to be understood that the invention is not limited in
its application to the details of construction and the arrange-
ment of components set forth in the following description or
illustrated in the following drawings. The invention is capable
of other embodiments and of being practiced or of being
carried out in various ways.

DETAILED DESCRIPTION

FIG. 1 illustrates a bicycle 20 designed to be ridden on the
ground 22 and including a front wheel 24, a rear wheel 26, and
a frame 28. The frame 28 includes a head tube 30, a front fork
32 rotationally supported by the head tube 30, a top tube 34
connected to and extending rearward from the head tube 30,
and a down tube 36 connected to the head tube 30 below the
top tube 34 and extending generally downward toward a
bottom bracket of the frame 28. A seat tube 40 extends
upward from the bottom bracket 38 and is connected to the
top tube 34, and a seat 42 is supported by the seat tube 40. The
bicycle 20 also includes a handlebar stem 44 and handlebars
46 for turning the front wheel via the fork 32.

An accessory in the form of a bike light 50 is supported by
the handlebars 46 via a mounting system 52. The bike light 50
includes a housing 54, a light source 56 (e.g., an incandescent
bulb or LED), batteries 58 for providing power to the light
source 56, a curved reflector 60, and a front lens 62. The
illustrated bike light 50 is configured to direct light in the
direction of a light projection axis 64. Because the illustrated
bike light 50 is a front light, the light is directed primarily in
a forward direction. In the illustrated embodiment, the light
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direction axis 64 is substantially perpendicular to a plane
defined by the front lens 62 and substantially parallel to the
ground 22.

The illustrated mounting system 52 is designed to facilitate
easy mounting and dismounting of the bike light 50, allow
adjustment of the position of the bike light 50 relative to the
handlebars 46, and also to facilitate rotational adjustment of
the bike light 50 relative to the ground 22. The mounting
system 52 includes a mounting bracket 70 adapted to be
secured to the handlebars 46, a post 72 adapted to be secured
to the mounting bracket 70, and a socket 74 adapted to receive
the post 72. The illustrated mounting bracket 70 includes
upper and lower clamps 76 that can be secured together using
two fasteners 78. Each of the upper and lower clamps 76
includes an inner surface 80 having a wave spline profile and
a supporting surface 82 having a semi-cylindrical profile.
Upper and lower shims 84 are sandwiched between the upper
and lower clamps 76 and the handlebars 46, respectively. The
upper and lower shims 84 each have an outer surface 86 with
a wave spline profile that substantially matches the wave
spline profile of the inner surface 80 of the clamps 76. Each
shim further includes a tab 88 adapted to be inserted into an
opening 90 in the corresponding clamp. The shims are each
made from an elastomeric material to absorb shocks and
vibrations and to enhance frictional engagement between the
clamps 76 and the handlebars 46, thereby inhibiting undes-
ired rotation between the clamps 76 and the handlebars 46.

The post 72 defines a post axis 92 and includes an engage-
ment portion 94 that is dimensioned to be clamped by the
supporting surfaces 82 of the upper and lower clamps 76. The
illustrated engagement portion 94 of the post 72 and the
supporting surfaces 82 of the upper and lower clamps 76 are
substantially smooth, thereby facilitating infinite rotational
adjustment of the post 72 relative to the mounting bracket 70.
If desired, however, the engagement portion 94 and support-
ing surfaces 82 can be provided with features (e.g., wavy
splines) that provide discrete positions of the post 72 relative
to the mounting bracket 70 and inhibit rotation between the
post 72 and the mounting bracket 70.

The illustrated socket 74 defines a socket axis 96 and is
integrally formed into the housing 54 of the bike light 50. The
socket 74 defines a longitudinal orifice 98 dimensioned to
snugly receive the post 72. In the illustrated embodiment, the
socket 74 can slide longitudinally and rotate relative to the
post 72.

A releasable securing mechanism 100 is provided to secure
the socket 74 (and therefore the bike light 50) relative to the
post 72. The illustrated securing mechanism 100 includes two
ball detents 102 positioned in side openings 104 in the post
72, an actuator 106 positioned in a hollow interior 108 of the
post 72, and a detent spring 110 for biasing the actuator 106
relative to the post 72. The actuator 106 is movable relative to
the post 72 from a secured position (with the actuator 106
being biased out of the post 72 by the detent spring 110) and
a released position (with the actuator 106 being pressed into
the post 72 by a user). In the secured position, a ramped
surface 112 and a securing surface 113 on the actuator 106
forces the ball detents 102 radially outward and into engage-
ment with a pair of first recesses 114 in the socket 74. In this
position, the socket 74 (and therefore the bike light 50) is
secured against axial and rotational movement relative to the
post 72. In the released position, the securing surface 113
moves out of the way to permit the ball detents 102 to move
radially inward along the ramped surface 112, toward the post
axis 92, and out of the first recesses 114, thereby permitting
movement of the socket 74 relative to the post 72.
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As shown in FIG. 9, the first recesses 114 are positioned at
adistance D1 from one end of the socket 74 so as to be aligned
with the position of the ball detents 102. In addition, the
socket 74 is provided with a pair of second recesses 116
positioned at a distance D2 from the opposite end of the
socket 74. Preferably, the distance D1 is equal to the distance
D2. This feature allows the post 72 to be inserted into the
socket 74 from either direction, thereby allowing the mount-
ing bracket 70 to be positioned on either side of the handlebar
stem 44.

In the event that it is desired to adjust the angular orienta-
tion of the bike light 50 relative to the ground 22 surface, the
rotational position of the post 72 relative to the mountain
bracket can be adjusted. In order to do this, the user loosens
the two fasteners 78 of the mounting bracket 70, which will
loosen the engagement between the mounting bracket 70 and
the post 72. This allows the post 72 to be rotated to the desired
position until the bike light 50 is at the desired angular orien-
tation relative to the ground 22 surface. The fasteners 78 are
then tightened to secure the post 72 to the mounting bracket
70. Another way of changing the angular orientation of the
bike light 50 relative to the ground 22 surface is to rotate the
mounting bracket 70 relative to the handlebars 46. This is
done by loosening the two fasteners 78 of the mounting
bracket 70 and then rotating the mounting bracket 70 relative
to the handlebars 46 until the desired angular position of the
bike light 50 relative to the ground 22 surface is achieved.

The illustrated mounting system 52 also permits adjust-
ment of the position of the bike light 50 relative to the handle-
bars 46. For example, the bike light 50 can be positioned
directly in front of the handlebars 46 (as shown in FIG. 2),
above the handlebars 46, below the handlebars 46 (as illus-
trated in FIG. 10), or almost any position in between. In order
to make this adjustment, the rotational position of the mount-
ing bracket 70 relative to the handlebars 46 is changed to the
desired position (as described above), and then the rotational
orientation of the post 72 is adjusted (as described above) to
achieve the desired angular orientation of the bike light 50
relative to the ground 22 surface.

By virtue of the above-described mounting system 52, the
bike light 50 can be quickly and easily attached to and
detached from the mounting system 52 by merely sliding the
socket 74 onto or off of the post 72 accompanied by manual
pressing of the actuator 106. The mounting system 52 further
allows the bike light 50 to be positioned directly in front of the
handlebar stem 44 and in alignment with the center line of the
bicycle 20. In addition, the bike light 50 can be mounted in a
variety of different positions relative to the handlebars 46,
such as below, in front of, or above the handlebars 46. Further,
the angular orientation of the bike light relative to the ground
22 surface can be easily adjusted.

Various features and advantages of the invention are set
forth in the following claims.

The invention claimed is:

1. A bicycle and light assembly comprising:

front and rear wheels;

a frame support by the front and rear wheels;

a bike light supported by the frame; and

a mounting system coupling the bike light to the frame, the

mounting system including:

a socket secured to one of the frame and the bike light,
the socket defining a socket axis;

apost secured to the other ofthe frame and the bike light,
the post being configured to be inserted into the socket
along the socket axis; and

areleasable securing mechanism that secures the post in
the socket, the releasable securing mechanism includ-
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ing an actuating member translatable in a direction
parallel with the socket axis between a released posi-
tion and a secured position,

wherein the post is hollow defining an interior and
includes a side opening in a side wall of the post, and
wherein the releasable securing mechanism includes
a detent member positioned in the side opening and in
engagement with the socket.

2. A bicycle as claimed in claim 1, wherein the socket is
secured to the bike light and the post is secured to the frame.

3. Abicycle as claimed in claim 2, wherein the post defines
a post axis that is substantially horizontal.

4. A bicycle as claimed in claim 2, wherein the post defines
a post axis, wherein the mounting system further includes a
mounting bracket coupling the post to the frame, and wherein
the mounting bracket facilitates rotational adjustment of the
post about the post axis.

5. A bicycle as claimed in claim 1, wherein the post and
socket are oriented with the socket axis substantially horizon-
tal.

6. A bicycle as claimed in claim 1, wherein the socket
includes a recess that receives the detent member and secures
the rotational orientation of the post in the socket.

7. A bicycle as claimed in claim 1, wherein the socket
includes two recesses, each being positioned to receive the
detent member when the bike light is in one of two discrete
rotational orientations relative to the frame.

8. A bicycle comprising:

front and rear wheels;

a frame support by the front and rear wheels;

an accessory supported by the frame; and

amounting system coupling the accessory to the frame, the

mounting system including:

a socket secured to one of the frame and the accessory,
the socket defining a

socket axis;
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apost secured to the other of the frame and the accessory,
the post being

configured to be inserted into the socket along the socket
axis; and

areleasable securing mechanism that secures the post in
the socket, the releasable securing mechanism includ-
ing an actuating member translatable in a direction
parallel with the socket axis between a released posi-
tion and a secured position,

wherein the post is hollow and defines an interior and
includes a side opening in a side wall of the post, and
wherein the releasable securing mechanism includes
a detent member positioned in the side opening and in
engagement with the socket.

9. A bicycle as claimed in claim 8, wherein the post defines
a post axis, wherein the mounting system further includes a
mounting bracket coupling the post to the frame, and wherein
the mounting bracket facilitates rotational adjustment of the
post about the post axis.

10. A bicycle as claimed in claim 8, wherein the socket
includes a recess that receives the detent member and secures
the post in the socket.

11. A bicycle as claimed in claim 8, wherein the socket
includes two recesses, each being positioned to receive the
detent member when the accessory is in one of two discrete
rotational orientations relative to the frame.

12. The bicycle and light assembly of claim 1, wherein the
light is pivotable relative to the mounting system in the
released position and the light is fixed relative to the mounting
system in the secured position.

13. The bicycle and accessory of claim 8, wherein the
accessory includes a light that is pivotable relative to the
mounting system in the released position and the light is fixed
relative to the mounting system in the secured position.
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